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Thickness 
(mm) 

Product 
Code 

Thermal 
Resistance 
(m2K/W) 

Length 
(mm) 

Width 
(mm) 

Compressive 
Strength 
*(kPa) 

50 30400050 1.50 1,250 600 300 

70 30400070 2.10 1,250 600 300 

100 30400100 3.00 1,250 600 300 

130 30400130 3.90 1,250 600 300 

160 30400160 4.80 1,250 600 300 

180 30400180 5.45 1,250 600 300 

200 30400200 6.05 1,250 600 300 

205 ** 30400205 6.21 1,250 600 300 

210 ** 30400210 6.36 1,250 600 300 

215 ** 30400215 7.51 1,250 600 300 

220 30400220 6.65 1,250 600 300 

230 30400230 6.95 1,250 600 300 

245 30400245 7.40 1,250 600 300 
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Specification 

Handling & Storage 

Installation 

 

The product represents no known threat to the environment and has zero Ozone Depletion Potential (ODP) and a Global 

Warming Potential (GWP) of less than five. It is non bio-degradable and 100% recyclable. 

 

Compressive Strength: IKO enertherm XPS is highly resistant to compression and 

withstands both occasional and long term static loads. The high compressive 

strength and rigidity of the product allows a range of ballast material including 

gravel, soil and concrete slabs to be used as part of the construction. Load 

bearing construction elements should be designed to adequately support the 

combination of imposed and dead loads without creating excessive deflection. 

IKO enertherm XPS has a compressive strength of 300kpa at 10% compression. 

 

NB: As a guide a safety factor of 2.50 should be employed for design purposes 

when assessing the impact of long term loading. 

 

Durability: Continuous service temperature limit is up to +70º C. 

Water Vapour Resistance: 625MNs/g.m when tested in accordance with BS EN 

12086. 

Moisture Absorption: 0.6% by volume when tested in accordance with EN 

12087. 

Nominal Density: 32kg/m3
 

 

Calculation Method: BS EN ISO 6946 incorporating Design Lambda value 

150mm Reinforced Concrete Deck (2% reinforcement) 7.5mm Hot 

Melt Waterproofing Layer R-value 

IKO enertherm WCL f.x 

50mm Layer 20-40mm Ballast 

2.50 W/mK 

0.030 m2K/W 

0.001 

Rainfall - Met Office Statistics, UK Average 1981 – 2010 3.16 mm/day 

IKO enertherm XPS is lightweight and easy to handle and install. It is supplied in four sided packaging designed to be 

easily recognised and is labelled with identifying product and manufacturing data. Ensure the product is not stored 

close to open flames or other ignition sources and avoid volatile organic compounds and chemicals such as solvents. 

Do not expose to prolonged sunlight as this will result in surface degradation. When outside storage for extended 

periods is required cover the products with opaque/light coloured sheeting. 
 

Boards should be laid in a brick bond pattern, ensuring all joints between the boards are tight and that no gaps exist 

where they meet rooflights, edge details and other services which perforate the roof deck. The boards can be cut 

easily using a fine tooth saw, sharp knife or a hot wire cutter. 
 

       
 

A roof ballast layer must be installed as work progresses to protect the insulation boards and the IKO enertherm WCL from 

the effects of wind uplift and UV degradation. The ballasted roof finish may be gravel or paving ballast, which must be 

assessed by a specialist for its suitability according to region exposure and building height. In addition, the dead load imposed 

by the finish must be allowed for in calculating the total acceptable load on the deck. Care must be taken to ensure that 

upgraded roofs are capable of carrying the increased load and depth of the installed system. Ballast must not be stacked in 

one place on the roof unless the roof is capable of supporting it.  

 

For buildings in sheltered regions, or less than 10 storeys, a minimum load of 80Kg/m2 to resist wind uplift is required. This 

can be achieved with 50mm depth of 20 - 40mm washed rounded ballast or minimum 40mm thick concrete slabs. On 

buildings up to 15 storeys, the build-up above can still be used, but the perimeter must be loaded with paving slabs 

determined by reference to BS EN 1991-1-2: 2002. For other exposure conditions or tall buildings, specialist advice should be 

sought. 

 

Ballasting 

Environmental 

IKO enertherm 
XPS (mm) 

U-values 
(W/m2K) 

130 0.25 

160 0.20 - 0.24 

180 0.18 - 0.19 

200 0.16 - 0.17 

220 0.15 

230 0.14 

245 0.13 

270 (200+70) 0.12 

290 (220+70) 0.11 

320 (2x160) 0.10 
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SAFETY DATA SHEET 
________________________________________________________________________
1 IDENTIFICATION OF THE SUBSTANCE/PREPARATION AND COMPANY 

Product name:   
All IKO supplied Insulation Boards including: Supertherm and Enertherm brand with PIR, cork, or extruded 
polystyrene cores and glass tissue, alumninium, polyester faced or un-faced boards 

Use/Applications:  Insulation 
Supplier:  IKO PLC 
Address Appley Lane North 

Appley Bridge, Wigan 
Lancashire WN6 9AB  

________________________________________________________________________________________________ 
2. HAZARDS IDENTIFICATION
Insulation boards are not hazardous for supply under CLP Regulations.  Precautions should be taken to avoid inhaling dust 
when handling and cutting boards.  Handling glass fibre faced boards may cause skin irritation. 
____________________________________________________________________________________________________ 
3. COMPOSITION / INFORMATION ON INGREDIENTS
None of the ingredients is hazardous in the form supplied and there are no associated WELs. When cutting the boards dust of 
varying particle size is formed. It is recommended that a maximum exposure limit of 4mg/m3 is adopted for the resulting dust. 
____________________________________________________________________________________________________ 
4. FIRST AID MEASURES
Skin: In the event of skin irritation through contact with glass fibre, rinse well in running water.   
Eyes: Irrigate thoroughly with clean cold water for at least 5 minutes whether affected by glass tissue fibre or dust  
Inhalation: Remove from exposure if any ill effects are experienced, rest and keep warm.  No significant risk under normal 

conditions. 
Ingestion: No significant risk under normal working conditions.
____________________________________________________________________________________________________ 
5. FIRE-FIGHTING MEASURES
The products are combustible and release dense acrid fumes and smoke when they burn.  In the event of a fire wear protective 
clothing.  In confined areas wear self-contained breathing apparatus to prevent inhalation of toxic products of combustion.  
Extinguish fire with foam, dry powder or water spray
________________________________________________________________________________________________ 

6. ACCIDENTAL RELEASE MEASURES
Not applicable 
_____________________________________________________________________________________________ 
7. HANDLING AND STORAGE
Store away from sources of ignition 
________________________________________________________________________________________________ 
8. EXPOSURE CONTROLS / PERSONAL PROTECTION
Respiratory protection:  
The use of a general purpose dust mask (P2 or P3) is recommended when cutting boards 
Skin protection:  
The use of gloves is recommended when handling boards to protect against irritation from glass fibre faced boards or 
cuts when handling aluminium faced boards
Eye Protection:
The use of light eye protection is advised to protect against ingress of dust, in the case of foil faced boards UV rated 
eye protection is recommended 
______________________________________________________________________________________________
_ 9.PHYSICAL AND CHEMICAL PROPERTIES
Not applicable 
________________________________________________________________________________________________ 
10. STABILITY AND REACTIVITY
Stable under normal conditions 
________________________________________________________________________________________________ 

11. TOXICOLOGICAL INFORMATION

No hazard in the form supplied 
________________________________________________________________________________________________ 
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12. ECOLOGICAL INFORMATION
No information 
__________________________________________________________________________________________ 
13. DISPOSAL CONSIDERATIONS
Dispose of waste material as controlled waste in accordance with national and local regulations 
________________________________________________________________________________________________ 
14 TRANSPORT INFORMATION 
Not classified as hazardous for Road, Rail, Sea or Air Transport. 

________________________________________________________________________________________________ 
15. REGULATORY INFORMATION
Not classified as dangerous for supply under the Classification, Labelling & Packaging Regulations. 

________________________________________________________________________________________________ 
16. OTHER INFORMATION
We believe all information given is accurate and is offered, in good faith, but without guarantee.  
Since conditions of use are beyond our control all risks of use are assumed by the user.  Recipients of this MSDS must 
make their own assessment of the workplace risk as required by other health and safety legislation. 
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